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MANUFACTURER'S NAME 

Chemplast, Inc. 
Et,tERGjENCY TELEPHONE NO. 

(201) 696-4700 
ADDRESS (NUMBER, STREET, CITY, STATE AND ZIP CODE) 

.. 150 Dey Road, Wayne, N~ J. 07470 .• 
CHEMICAL NAME AND SYNONYMS • 

-

• •• l;~~:.~~;~~~:~~;MS·}*c} .9~.~ 
.. ... ·j~' ·- ~- - -"--'•"··~- ... · uo·o ·~ e . ,or.: .. .r.· .• 

CHEMI.CA.L FA~ILY . ' 

FORMUL..f' :•.· 'J • ···•·· CF2 .. -. CF2) m~ CH3 CC13 w 
',·. , .... ' .. ~ .. · .. :• ... ····: SECT ON n: HAZARDOUS INGREDIENtS* 5 .. · ' :·· 

PAINTS, PRESERVATIVES/SOLVENTS % 
TL'I( 

(UNITS) A!;LOt$ At-ID ME'TALLIC COATI~GS • 

PIGMENTS BASE METAL 
'K·'A-¥+'1, 

CATALYST ALLOYS 

-
VEHICLE METALLIC COATINGS 

-
SOLVENTS FILLER METAL PLUS 

COATING OR CORE .FLUX 
ADDITIVES OTHERS 

-··: 

OTHERS ·• •·:· '·'· .'• .. · 

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, ORGASEs* 

1\Tr.ne::o 

J¥.--

' '· ' ' 

BOILING POINT (°F) . ''', ,. ,,' ' ·······, .. ',, ,•,'' 

VAPOR PRESSURE'(mm ffg:)' 

VAPOR DENSITY (AIR= 1) 

SOLUBILI"tY IN WATER 

APPEARANCE AND ODOR 

FLASH POINT (METHOD USED) 
None (Tag open or closed) 

EXTINGUISHING MEDIA 

Non-Flammable 

' 

,' 

S CTIOtHU: PHYSICAL DATA 

lQ5~:,4· 
SPECIFIC GRAVITY (H20 = 1) 

'. ' . :::; ,: l·r··' .,, ... r .I •. ,\_>······' ., 
' 

; 
I PERCENT VOLATitE 

120 BY VOLUME (%) 

.. ~VAPORATION RATE •: 
4.5~ ( ;: l) 

.: 

Negl ble 

r 

• 

. 

• 

• 

• 

• 

··,,: 

·• 

a.~PC>E;91 .... G 
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% ' 
T.LV 

(UNITS) 

'' • . 
-

-
-

-

% 
TLV 

(UNITS) 

' 

1.31 

100 

0 35 
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SPECIAL FIRE FIGHTING PROCEDURES Resin will burn in 100% oxygen and .em1. t toxic fumes. 
Solvent ignites only by high intensity source of ignition. 

Combustion forms HCI and possible traces of phosgene. 
UNUSUAL FIRE AND EXPLOSION HAZARDS . . .... 

Non-explosive 
*PLEASE DO NOT USE GENERALIZATIONS, SUCH AS PETROLEUM HYDRQCA:RBONS, ALCOHOL, KETONES. 

USE SPECIFIC CHEMICAL NAMES, SUCH AS METHANOL,i BENZENE, PERCHLOROETHYLENE. 
MDC 363(20 SE'P 71) 
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SECTION V: fiEALTIUAZARD DATA 

350 
EFFECTS OF OVEREXPOSURE 

Solvent. Low concentration;. mild· intoxication·· or anesthesia, poaaibl" 

n~tcosj;;. High concentration, lossof consciousness and even death. 
EMERGENCY AND FIRST AID PROCEDURE~ . · · . • 

R.emove fo fresh air. Skin contact, wash with soap and water. 

SECTION VI" REACTIVITY DATA .. 
UNSTABLE 

CONDITIONS TO AVOID 

STABILITY Avoid contactinq telomer with open flames 
STABLE X temp. or hiqh 

INCOMPATI.BILITY {MATERIALS TO AVOID) 

HCI and possible phosgene from solvent from the 

MAY OCCUR 
CONDI.TIONS TO AVOID 

HAZARDOUS 
POLYMERIZATION 

WILL NOT OCCUR 
X 

· . SECTION VII: SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEfftN CASE MATERIAL IS RELEASED OR SPILLED 

WASTE DISPOSAL METHOD 
Wasteproduct should be buried. Note: Solvent will evaporate. 

REsPiRATORY PROTEctioN (sPEciFY TYPE) 
sEctioN viii: sPUilt.PRofEcfioR iNFORMATioN·· 

Fresh air masks when ne<:;:.essary.. 

VENTI LA TlON 

PROTECTIVE GLOVES EYE PROTECTION 

Neo rene or Viton Glasses or goggles 
OTHER PROTECTIVE EQUIPMENT 

SECTION lx: SPEciAL PREclofioAs 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORlNG I 

Store in clean dry area. Do not heat above 125°F. 

Typical aerosol precautions. 

WITH FLUOROTELOMER 

.t.~· ...... . 
ARE :4RED BY . . . . . . ' . ' •.· DATE . . 
Peter L. Bova 
Production Manager 6/23/82 
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DAC part No. OMS 1762 Type 7E (Rev .A) ,,-
f 

U.$. DEPARTMENT OF LABOf. Form Approved 
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Occupational Safety and Health Administration 
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liAY _ls 
MATERlAl SA<FETY /DATA> SHEET; 82 

i 

ZIP AEROSOL PRODUCTS _D-5440: 
·vc;;;;;'i~ 

·, 
i 

SECTION I 
MANUFACTURER'S NAME I EMERGENCY TEL.EPHONE NO. 

Mitann, Inc. S213) 883..,.47oo 
AOORESS (Numbez Street, City, State, and ZIP CQde) 

213 0 Deer1ng Court Canoga Park. California 91304 
CHEMICAL. NAME ANO SYNONYMS ·I TRAOE NAME AND SYNONYMS 

Fluorotelomer Dispersion ZiP Aerosol D-5440 
CHEMICAL. FAMIL.Y 

Fluorocarbon I FORMU~ 

SECTION II - HAZARDOUS INGREDIENTS 

PAINTS, PRESERVATIVES,& SOLVENTS % TLV 
ALLOYS AND METALLIC COA.T_INGS % 

TLV 
IUnitsl (Units) 

PIGMENTS BASE METAL. 

i 

CATAL.YST AL.L.OYS 

VEHICL.E • 

' 
METAL.L.IC CC)ATINGS 

SOL. VENTS 
FlL.L.ER METAL. 
PL.US COATING OR CORE FL.UX 

AOOITIVES ' OTHERS 

OTHERS 

HAZARDOUS MIXTURE;S OF OTHER LIQUIDS~ SOLIDS, OR GASES % 
TLV 

(Units) 

Trichlorotrifluonethane ~ 125 '1000 

Fluorotelomer (20%) 
/ 

Halogenated Hydrocarbons 75 1000 

SECTION Ill - PHYSICAL DATA 

BOIL.ING POINT (°F.) SPECIFIC GRAVITY (HzO=l) 

VAPOR PRESSURE (mm Hg.) PERCENT, VOL.ATIL.E 
BY VOL.UME (%) 

VAPOR DENSITY (AIR=l) 
EVAPORATION RAT£ 
( "'l) 

SOL.UBIL.ITY IN WATER 

APPEARANCE ANO ODOR White translucent dispersion with slight ethereal odor. from solvenlt 

SECTION IV -: FIRE AND EXPLOSION HAZARD DATA 
: 

FL.ASH POINT (Method used) 
None 

I F_L.AMMA8L.E LIMITS I 

EXTINGUISHING MEOlA ' 
Non-f1ammaM.e 

SPECIAL. FIRE FIGHTING PROCEDURES 

UNUSUAL. Fl RE AND EXPL.OSION HAZARDS : !i'rt: ahov(:> • Op 
can exnlode .if subii@Cf:@d t:o h@, 120' · 

.;. i 
PAGE (1) :(Continued on reverse side) 
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seCTION V • HE'AL TH HAZASD [)ATA 

SECTION VI • REACTIVITY DATA 
STABIL.ITV UNSTABLE 

WIL.L. NOT OCCUR XX 

SECTION VII • SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAl.. IS REL.EP,SEO OR SPIL.L.EO 

Ventilate area and remove ooen flames. Wine uo soills with cloths. oaoer towels, 

etc. and place these materials in the trash to be buried. 

WASTE OISPOSAL. METHOO 
Waste product should be buried. Note: The solvent will evaporate. 

SECTION VIII • SPECIAL PROTECTION INFORMATION 
RESPIRATORY PROTECTION (Specify type) 

Use airmask in high concentrations ofv.aoor: when soraving a dust mask is recommende~ 

I 
VENTIL.ATION L.OCAI.. EXHAUS'T SPECiAl.. ¥Se gositiVI Vfntilat!Og When lare:e .amounts are released ~vstem o r move a 1 umes w en 

MECHANICAL. (General) OTHE~luorotelomer coat1ngs ar~ 
Esneciaiiv in low nlaces 1..~- .. ~..1 ~'!..~··""' 1,1){\0,.. 

PROTECTIVE GL.OVES [ EVE PROTECTION 
W'he.n handling di,spersion When handling dispersion 

OTHER PRC)TECTIVE EQUIPMENT 
. 

SECTION IX - SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEN IN HANOL.JNG ANO STORING 

Store disoersion in clean. drv area. Do not heat above 120°F. Avoid the 

contamination of tobacco products with fluorotelomer when handling the dispersion. 
OTHER PRECAUTIONS 

For Industrial use only. 
GPO 934·110 
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